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  CAMARA TBK PIR HD 2MP  
 

Overview 

2MP PIR camera. 100dB WDR. 3.7mm lens. 75º angle. AHD/CVI/TVI/CVBS outputs available. 

Features and Highlights 

 

 ● 1/2.7" 2MP CMOS Sensor 

 ● AGC, AWB, AES 

 ● 3D DNR 

 ● 100dB  WDR 

 ● AHD/CVI/TVI/CVBS optional output  

 

● DC12 
 
 

Specifications 
 

 

Items  

Image Sensor 1/2.7" 2MP CMOS Sensor 

Signal System PAL/NTSC 

Effective Pixels 1920(H)*1080(V) 

Min. IIIumination 0.1lux(IR ON) 

Synchronization Internal synchronization 

Video Output 
CVI,TVI ,AHD  (1080P@25fps, 1080P@30fps, 720P@25fps, 

720P@30fps)  CVBS      (1280x576 ,  1280x480) 

S/N Ratio 39dB(AGC OFF) 

NR 3DNR 

Shutter Auto 

Day&Night Ext/Auto/Color/B&W 

White Balance Auto/Manual  

WDR 100dB WDR 

AGC Auto 

Lens 3.7mm (Pinhole lens) 

Angle 75° 

Power Supply DC12V±10% 

Power Consumption ＜5W 

Storage Temperature -20℃~60℃ 

Working Temperature/Humidity -10℃ ~60℃，Humidity 90% or less (non-condensing) 
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